Thermometer Covert DVR

for home & office surveillance

Full HD
10307,

e Covert DVR in thermometer design
e Quick and easy installation/un-installation
e Real time record any video and audio evidence
¢ PIR sensor activates recording and photo shooting
when heat source is detected
e RTC(real time clock) function
e 1080p Full HD video at 30fps MOV. format
e Overwrite function
e Continuous / PIR activated recording modes
e LED status bar
1) Green: Charging
2) Bright Green: Overwrite on
3) Blue: Power on/ Low battery
4) Red: Video recording/ Photo shooting ' S

Specification Standard Access

Item Number PV-TM10FHD

Camera 1/3” progressive CMOS sensor

Video Resolution FHD(1920X1080) I ‘

Photo Resolution 5MP(2592X1944.JPG)

Sensitivity 3.3 Lux @ F2.0 Desktop Stand

Lens F/No. F 3.2

Lens Diameter 4mm .

Lens Angle 66° g ..M
File Format MOV, JPG

Frame Rate Up to 30 fps Memory Card USB Cable

Recording Mode Continuous / PIR Activated
Memory Card ( Support up to 32GB) o

Mini USB 2.0 — Frop Pad
YYYY.MM.DD, HH:MM:SS =

FHD:160 min (16G Memory Card)

Memory Type

Data Interface

Date/Time Stamp

Double-side Tape  Cleaning Accessory

Continuous Recording

Power Consumption 250mA-390mA

Standby Consumption 6.4mA(approx.)

Standby Time 9 days

Battery Lifetime 180 min (appox.)

Battery Capacity DC 3.7V / 1350mA battery Wall Mount User Manual
Dimension 10X10X1.5 mm

Weight 1339

% Specifications are subject to change without prior notice.
% This product is for Law Enforcement and Home Security Use Only!
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